
THE BENEFITS

•Fewer breakdowns

•Less wear

•Cost savings

•Longer life

•Better performance

Protect your hydraulic equipment
from breakdowns!

www.ntz-filter.com

You know them only too

well. Those times when

your hydraulic equipment

malfunctions. Excessive

vibration. Valves that

don’t close properly. 

And sometimes even

total breakdowns in the

middle of your land. Most of the time they’re caused by contaminated hydraulic

oil and the danger is even greater if you change implements

regularly. It’s then that new oil is immediately contaminated

by dirty oil from the implement you just hooked up. 

You can prevent these breakdowns by fitting an NTZ Radial

Micro Bypass Filter to the rear axle of your tractor. This will

remove 99.97% of contaminants down to 2 microns in size.

The result will be oil that stays clean and immediate 

cleaning of contaminated oil from any hydraulic implement

you connect.



Filter housing AL-09 AL-19 AL-29

Oil volume engine approx. 8 liter approx. 15 liter approx. 35 liter

Oil volume transmission approx. 15 liter approx. 25 liter approx. 50 liter

Dimensions Ø 110x140 mm Ø 110x230 mm Ø 110x350 mm

Weight 1.5 kg 2.2 kg 3.2 kg

Volume 0,62 liter 1.13 liter 1.6 liter

Inlet M10x1 M10x1 M10x1

Outlet M10x1 M10x1 M10x1

Max. pressure 7 Bar 7 bar 7 Bar

Max. operating 
temperature 1400C 1400C 1400C

Filtere cartridge F-09 F-19 F-29

For filter housing AL-09 AL19 AL-29

Material long-fibre long-fibre long-fibre

cellulose cellulose cellulose

Dimensions Ø 78x90 mm Ø 78x180 mm Ø 78x300 mm

Weight 160 g 300 g 460 g

Flow direction Radial Radial Radial

Filter surface area 221 cm2 442 cm2 735 cm2

Retention value (nom.) 0,5 micron 0,5 micron 0,5 micron

Absorption capacity 45 ml H2O 90 ml H2O 142 ml H2O

Flow rate (nom.) 1.5 liter/min. 1.5 liter/min. 1.5 liter/min.
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Protect your hydraulic equipment from breakdowns! 
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